Expertise — Passion — Automation

Universal - AS*3*1FS
AS3301FS1-03-12S

Datasheet
General series information
* Port Size: M5, 10-32 UNF, 1/8, 1/4, 3/8, 1/2
* Applicable Tubing O.D.: @ 3.2to @ 16 mm and @ 1/8" to & 1/2"
 Operating Pressure Range: 0.1 to 1 MPa.
Standard specifications
Clean Series None
Body Size 3 (3/8)
Type 3 (Universal)
Control Type 0 (Meter-out)
Indicator Direction 1(180°) 8
Thread R (or None) §
Port Size 03 (3/8) :
Width Across Flats 9 mm (or None: Sizes 2/3/4) §
Tubing 12 (@12 mm) &
Seal S (w/Sealant)
Made to Order None 5
Weight 0.047 Kg §
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Dimensions

Datasheet - AS3301FS1-03-12S

18.5

Applicable fubing &2

m
o8
Lk 1
] L
o
e
S
23
47. 5
22/10/2026 Page 2

SMC CORPORATION Zuazobidea 14, 01012, Vitoria-Gasteiz, Alava +34 945184100 +34 945184126 www.smc.eu support.marketingeurope@smc.com

Specifications are subject to change without prior notice and any obligation on the part of the manufacturer.


www.smc.eu
mailto:support.marketingeurope@smc.com

oo

Datasheet - AS3301FS1-03-12S

Additional information
Catalogue AS-FS-D_EU.pdf
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