Expertise — Passion — Automation

ASP, Vezérelt fojté-visszacsap6

szelep

ASP330F-01-06S

Adatlap

Az ASP egy vezérelt fojtovisszacsapd-szelep sorozat. A kombinacio lehetvé teszi a henger sebességének
szabalyozasat, kdoztes megallasok beiktatasa mellett. A standard valtozatnal minden sargaréz alkatrész kémiai Uton
nikkelezett és 360 fokos szabadsagot nyujt a szerelési irdnyok tekintetében.

Speed controller with pilot check valve

Standard adatok

hazméret 3 (1/8 alap)
csatlakozéméret ?dé;g?ig]?roldali [R [PT] 1/8] vezérl6levegb-csatlakozas
alkalmazhato tdmlé atmérd a6

rendelésre készul nincs

rogzitécsavar standard

Nyomaskdzeg Compressed Air

A nyomaskdzeg maximalis hémérséklete 60 °C

Maximum operating pressure 1 MPa

Minimum operating pressure 0.1 MPa

Proof pressure 1.5 MPa

Maximum kornyezeti h6mérséklet 60 °C

Minimum koérnyezeti hémérséklet -5°C

Az dramldsszabdlyozo szelep funkcidja fojtdszelep hangtompitoval
Flow rate 180 I/min

Pilot check valve actuation pressure

50 % or more of operating pressure

Number of needle revolutions

10

Weight

0.032 Kg

Méretek
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A miiszaki adatok elézetes értesités nélkiil és a gyarto kételezettségei nélkiil valtozhatnak.
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oo

Szerkezetek

Adatlap - ASP330F-01-06S

@
25} OPOD D
® 1]
\T/
|
ODD O €
20 DPO
X N
i |
|
Parts list Parts list
No. Description Material Note No. Description Material Note
@ | BodyA PBT @ | DY seal PBT
@ | Elbow body PBT ® |DY seal PBT
® Knob PBT ® | Spring Stainless steel
(4] Pilot body Brass Electroless nickel plated ® | Spring Stainless steel
(5) Body B Brass Electroless nickel plated @ | Cassette POM, Stainless steel N 1)
(6) Needle Brass Electroless nickel plated ® |Seal NBR
@ | Needle guide Brass Electroless nickel plated @ | Spacer POM Note2)
(8] Guide Brass Electroless nickel plated @ |O-ring NBR
(9] Lock nut Brass Electroless nickel plated @ | O-ring NBR
(10] Piston Brass Electroless nickel plated @ | O-ring NBR
® Valve Stainless steel, NBR @ O-ring NBR
® Cover Brass Black zinc chromated @ |Ring Stainless steel
@ U seal NBR Note 1) 210, 012, 03/8", 1/2" are POM, stainless steel and brass (electroless nickel plated).
Note 2) 01/4", 83/8", 1/2" are brass (elctroless nickel plated).
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Tovabbi informaciok

Katalégus
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A miiszaki adatok elézetes értesités nélkiil és a gyarto kételezettségei nélkiil valtozhatnak.
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