
ISE20A, High-Precision Digital
Pressure Switch, 3-Screen Display

(IP40)
ISE20A-Y-01-J

Datasheet

General series information
3-Screen Display High-Precision Digital Pressure Switch.•

2 outputs + Analogue output (Voltage/Current).•

IP40.•

Applicable fluid: Air, Non-corrosive gas, Non-flammable gas.•

Pressure range: -0.1 to 1 MPa.•

Repeatability: ±0.2 % F.S.•

Response time: 1.5 ms or less.•

Consumption: 35mA or less.•

Standard specifications
Output Specification Y (PNP open collector 2 outputs + Copy function)
Series ISE20
Bracket None
Piping Specification 01 (R 1/8)
Unit Specification w/Unit Selection Function
Rated Pressure Range A (-0.1 to 1 MPa)
Lead Wire J (Lead Wire w/Connector, 5-core, 2 m Lead Wire)
Operation Manual Operation Manual, w/o Calibration Certificate
Maximum ambient temperature 50 °C
Maximum ambient temperature with magnet -5 ºC
General power supply 12 to 24 VDC
Approvals CE
Response time 1.5 or less
Output type PNP open collector 2 outputs +Copy function
Current consumption 35 mA or less
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Enclosure IP40
Repeatability ±0.2 % F.S. ±1 digit
Port size R1/8
Applicable fluid Air, Non-corrosive gas, Non-flammable gas
Rated pressure range -0.1 to 1 Mpa
Withstand pressure 1.5 Mpa
Number of screens 3-screen display
Weight 0.073 Kg
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Dimensions
Datasheet - ISE20A-Y-01-J

15/11/2025 Page 3
SMC United Kingdom      +34 945184126    sales@smc.uk

Sp
ec

ifi
ca

tio
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t p
rio

r n
ot

ic
e 

an
d 

an
y 

ob
lig

at
io

n 
on

 th
e 

pa
rt 

of
 th

e 
m

an
uf

ac
tu

re
r.

mailto:sales@smc.uk


Additional information

Catalogue ZSE20-ISE20-Ea_EU.pdf

Declaration of conformity newDoC_Z_ISE20ABC_TF124-157EN.pdf

Installation manuals IM_Z_ISE20A_TF2Z059-A.pdf

Operation manuals OM_ZSE20A_ISE20A_OMU0003EN-G.pdf
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https://content2.smcetech.com/pdf/ZSE20-ISE20-Ea_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_z_ise20abc_tf124-157en.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/installationmaintenance-manuals/en/im_z_ise20a_tf2z059-a.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_zse20a_ise20a_omu0003en-g.pdf
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