Expertise — Passion — Automation

ISE20B, High-Pressure, Digital
Pressure Switch, 3-Screen Display
(IP65)

ISE20B-Y-M5-W

Datasheet

General series information

 3-Screen Display High-Precision Digital Pressure Switch.
* 2 outputs + Analogue output (Voltage/Current) + 10-Link.

* |P65.

* Applicable fluid: Air, Non-corrosive gas, Non-flammable gas.

e Pressure range: -0.1 to 1 MPa.

* Repeatability: £0.2 % F.S.

* Response time: 1.5 ms or less.

* Consumption: 35mA or less.

Standard specifications

Output Specification

Y (PNP open collector 2 outputs + Copy function)

Bracket

None

Piping Specification

M5 (Female Thread)

Unit Specification

w/Unit Selection Function

Rated Pressure Range

B (-0.1 to 1 MPa; IO-Link: -0.1 to 1 MPa)

Lead Wire

W (Lead Wire w/Connector, 5-core, 2 m Lead Wire,
Waterproof)

Operation Manual

Operation Manual, w/o Calibration Certificate

Maximum ambient temperature

50 °C

Minimum ambient temperature -5°C
Approvals CE
Response time 1.5 or less
Power supply 1210 24 VDC

Output type

PNP open collector 2 outputs +Copy function

Current consumption

35 mA or less
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Enclosure IP65
Repeatability 10.2 % F.S. £1 digit
Port size M5 female thread

Applicable fluid

Air, Non-corrosive gas, Non-flammable gas

Rated pressure range

0.1to 1 MPa

Withstand pressure 1.5 Mpa
Number of screens 3-screen display
Weight 0.063 Kg
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Dimensions
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M5x0.8 depth 3.5
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Additional information

Catalogue
Declaration of conformity

Installation manuals

Operation manuals
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ZSE20-ISE20-Ea_EU.pdf
newDoC_Z_ISE20ABC_TF1V224EN.pdf

IM_Z_ISE20B-L_TF2Z063EN-B.pdf
IM_Z_ISE20B_TF2Z060EN-B.pdf

OM_ZSE20B_ISE20B_OMUOOOGEN-H.pdf
OM_ZSE20B-L_ISE20B-L_OMVO0006EN-G.pdf
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https://content2.smcetech.com/pdf/ZSE20-ISE20-Ea_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_z_ise20abc_tf1v224en.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/installationmaintenance-manuals/en/im_z_ise20b-l_tf2z063en-b.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/installationmaintenance-manuals/en/im_z_ise20b_tf2z060en-b.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_zse20b_ise20b_omu0006en-h.pdf
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