Expertise — Passion — Automation

Compact, Elbow - JAS
JAS-LEA04-01S

Datasheet

General series information

 Port Size: M3, M5, 10-32 UNF, 1/8
* Applicable Tubing O.D.: @ 3.2 to @ 6 mm and & 1/8" to @ 1/4"
 Operating Pressure Range: 0.05 to 0.7 MPa.
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Flow control valve, adjustable, with reverse
free flow

Standard specifications

Control Method E (Meter-out, Gray)

Stud Position A (Right Side)

Tube Diameter 04 (24)

Port Size 01 (1/8)

Sealing Method S (w/Sealant) 5
Pressure medium Air :
Maximum operating pressure 0.7 MPa §
Minimum operating pressure 0.05 MPa §
Proof pressure 1.05 MPa h
Maximum ambient temperature 60 °C §
Minimum ambient temperature -5°C g
Usable tubing material Nylon, Soft Nylon, Polyurethane, FEP, PFA *
Weight 0.014 Kg E
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Dimensions
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Constructions
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No. Description Material Note
1 | Body A PBT
2 | BodyB PBT
3 | Needle PBT
4 | Knob POM
5 | Stopper Stainless steel
6 | Needle guide Brass Electroless nickel plating
2 7 | Disk seal ANBR
Vi 8 | Stud Brass Electroless nickel plating
B 9 | O-ring NBR
- . } 10 | O-ring NBR
11 | O-ring NBR
. ) L 12 | Cassette —
13 | Seal NBR
5 14 | O-ring NBR Meter-in only
D 15 | Gasket NBR/Stainless steel
~= 16 | Seal NBR
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Additional information

Catalogue JAS-B_EU.pdf
Operation manuals OM_JAS-L_OMXO0006EN-A.pdf
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https://content2.smcetech.com/pdf/JAS-B_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_jas-l_omx0006en-a.pdf
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