Expertise — Passion — Automation

General series information

* Body size: 40 and 63 mm
« Stroke: 200 to 1500 mm.

Standard specifications

Standard Type, 100/200W - LEJS
LEJS63T7A-900-R5PD21

Datasheet

Accuracy Basic Type

Size 63

Motor Type T7 (200W Output, Absolute Encoder, LECSB/C/S)
Lead Screw A (Size 40: 16mm, Size 63: 20mm)

Stroke 900 mm

Motor Option w/o Lock

Actuator Cable type R (Robotic Flexible Cable)

Actuator Cable Length 5 (5m)

Driver Type PD2 (LECSND2-T-P/PROFINET®, 200 V to 240 V)
I/O Cable Length 1(1.5m)

Maximum ambient temperature 40 °C

Minimum ambient temperature 5°C

Approvals CE

22/10/2026

Page 1

SMC CORPORATION Zuazobidea 14, 01012, Vitoria-Gasteiz, Alava +34 945184100 +34 945184126 www.smc.eu support.marketingeurope@smc.com

Specifications are subject to change without prior notice and any obligation on the part of the manufacturer.


www.smc.eu
mailto:support.marketingeurope@smc.com

Dimensions

1266.5

] -

22/10/2026

12x96.8

970

98H9 depth 6

160 @
124 %

5

2

o | -
M4x0.7 depth 8 & 1

1 9

‘ ' .

68

49

76

26H9 depth 7
i
L

2
8
!

172

B

!

axtex1.25 depth 12

6H9 depth?

158

SMC CORPORATION Zuazobidea 14, 01012, Vitoria-Gasteiz, Alava +34 945184100 +34 945184126 www.smc.eu support.marketingeurope@smc.com

Datasheet - LEJS63T7A-900-R5PD21

Page 2

Specifications are subject to change without prior notice and any obligation on the part of the manufacturer.


www.smc.eu
mailto:support.marketingeurope@smc.com

oo

Datasheet - LEJS63T7A-900-R5PD21

Additional information

Catalogue LEJ-Ccc_EU.pdf

Declaration of conformity newDoC_LEJx-TF125-474EN.pdf
newDoc_LEJx_11-LEJx_servoAC_LECSx-T_EN-B.pdf
newDoC_LEJx TF125-472EN.pdf
newDoc LEJx_11-LEJx_servoAC_LECYx_EN-A.pdf
newDoC_LEJx-TF125-473EN.pdf
newDoc LEJx_11-LEJx_servoAC_LECSA-EN-A.pdf
newDoc LEJx_11-LEJx_servoAC_LECSx_EN-A.pdf
newDoC_LEJx-TF125-475EN.pdf

Installation manuals IM_LEJ_servoAC_EN.pdf
Operation manuals OM_LEJx_LEJS-X400_servoAC_EN.pdf
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https://content2.smcetech.com/pdf/LEJ-Ccc_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_lejx-tf125-474en.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_lejx_11-lejx_servoac_lecsx-t_en-b.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_lejx_tf125-472en.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_lejx_11-lejx_servoac_lecyx_en-a.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_lejx-tf125-473en.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_lejx_11-lejx_servoac_lecsa-en-a.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_lejx_11-lejx_servoac_lecsx_en-a.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/ce-certificates/en/newdoc_lejx-tf125-475en.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/installationmaintenance-manuals/en/im_lej_servoac_en.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_lejx_lejs-x400_servoac_en.pdf
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