
MGP-AZ, Compact Guide Cylinder,
Air Cushion

MGPA25TF-350AZ

Datasheet

General series information
 With Air Cushion.•

 3 types of bearing can be selected: slide bearing, ball bushing and high precision ball bushing.•

 Compactness & Lightness•

 Bore size: 16, 20, 25, 32, 40, 50, 63, 80, 100 (mm)•

 Strokes from 10 to 400mm (depending upon bore size)•

 Auto switches can be mounted on 2 surfaces.•

Double-acting, single-rod cylinder

Standard specifications
Bearing Type A (High Precision Ball Bushing)
Bore Size Ø25 mm
Port Thread TF [G]
Stroke 350 mm
Auto Switch No Switch
Lead Wire or Pre-wired Connector 0.5 m (Or None in the Case of No Switch)
Number 2 pcs. (Or None in the Case of No Switch)
Made to Order None
Pressure medium Air
Maximum temperature of pressure medium 60 ºC
Minimum temperature of pressure medium -10 ºC (No freezing)
Maximum operating pressure 1.0 MPa
Minimum operating pressure 0.12 MPa
Proof pressure 1.5 MPa
Maximum ambient temperature 60 ºC
Maximum ambient temperature with magnet -10 ºC (No freezing)
Number of pneumatic connections 4 pcs.
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Pneumatic input connection G 1/8
Pneumatic output connection G 1/8
Mode of operation of drive Double acting
Theoretical cylinder force, advance stroke (at 0.5 MPa) 245 N
Theoretical cylinder force, return stroke (at 0.5 MPa) 206 N
Maximum piston speed 500 mm/s
Type of cushioning Air cushion on both ends (Without bumper)
Non-rotating accuracy of plate ± 0.01 º
Weight 3.930 Kg
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Dimensions
Datasheet - MGPA25TF-350AZ
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Constructions
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Additional information

Catalogue MGP-Z-Dd_EU.pdf#page=30

Operation manuals OM_MGP-Z_MGPx-OM0047PEN-B.pdf
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