
MK2T, Rotary Clamp Cylinder,
Double Guide Type

MK2TB40TF-10R

Datasheet

General series information
 Larger allowable moment of inertia.•

 Horizontal mounting is now possible.•

 Anti-rotational and rotational accuracies improved.•

Rotary clamp cylinder

Standard specifications
Mounting B (Through Hole Both Ends Tapped Common)
Bore Size 40 mm
Stroke 10 mm
Lead Wire or Prewired Connector 0.5 m (Or None in the Case of No Switch)
X Option None
Number 2 pcs. (Or None in the Case of No Switch)
Cylinder Port TF (G)
Auto Switch No Switch
Rotation R (Right Rotation)
Body Option Standard (Female Thread)
Maximum operating pressure 1 MPa
Minimum operating pressure 0.1 MPa
Proof pressure 1.5 Mpa

Maximum ambient temperature Without auto switch: –10 to 70°C (No freezing)
With auto switch: –10 to 60°C (No freezing)

Minimum ambient temperature -10°
Type of cushioning Rubber Bumper
Non-rotating accuracy of plate ±0.5°
Port size G1/8
Lubrication Non-lube
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Fluid Air

Stroke length tolerance + 1.0
0

Rotary stroke 29
Clamp stroke 10, 20
Theoretical clamp force (at 0.5 MPa.) 10, 27
Piston speed 50 - 200 mm/s
Rotation angle 90° ±5°
Weight 1.008 Kg
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Dimensions
Datasheet - MK2TB40TF-10R
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Constructions
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Additional information
Catalogue MK-Fa_EU.pdf
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