
MXW, Long Stroke Precision Slide
Table (Recirculating Bearings) -

Mechanically Coupled
MXW12-125B

Datasheet

General series information
The MXW is a long stroke slide table designed for strokes up to 10 inches (300mm). Stroke adjustment is standard with

optional shock absorbers. The rigid table makes the MXW ideal for precise transfer of loads.

Double-acting cylinder with cushioning
adjustable at both ends, double piston rod

Standard specifications
Bore Size 12 mm
Stroke 125 mm
Number 2 pcs. (Or None in Case of No Switch)
Option B (2 Shock Absorbers)
Lead Wire or Pre-wired Connector 0.5 m (Or None in the Case of No Switch)
Auto Switch No Switch
Thread Type Bore 8-16: M Thread, Bore 20-25: Rc
Maximum operating pressure 0,7 MPa
Minimum operating pressure 0,15 Mpa
F007-MIN_OP_PRESSURE 0,15 MPa
Proof pressure 1,05 MPa
Maximum ambient temperature 60 ºC
Minimum ambient temperature -10 ºC
Theoretical cylinder force, advance stroke (at 0.5 MPa) 113 N
Theoretical cylinder force, return stroke (at 0.5 MPa) 85 N
Maximum piston speed 500 mm/s

Type of cushioning &quot;Both ends urethane bumper (standard) Both ends
shock absorber (option)&quot;

Minimum piston speed 50 mm/s
Port size M5
Lubrication Non-lube
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Circulating fluid Air
Action Double acting
Weight 1.280 Kg
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Dimensions
Datasheet - MXW12-125B
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Constructions
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Additional information
Catalogue MXW_EU.pdf
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