
MY1H-Z, Mechanically Jointed
Rodless Cylinder, Linear Guide

Type, w/o Stroke Adjustment Unit
MY1H25TFG-500Z

Datasheet

General series information
w/o Stroke Adjustment Unit•

Easy adjustment of the cushion needle.•

Entrance of external particle is reduced, reliability improved and maintenance costs reduced.•

Piping flexibility because it can be connected in 4 directions and it can be selected from 2 types (standard and

centralised).

•

Flexibility in the auto switch mounting.•

Mechanically Jointed Rodles Cylinder

Standard specifications
Bore Size 25 mm
Stroke 500
Lead Wire or Prewired Connector 0.5m (Or None in the Case of No Switch)
Piping G (Centralized Piping Type)
Number 2 pcs. (Or None in the Case of No Switch)
End Lock Position w/o End Lock
Stroke Adjustment Unit Left: w/o Unit; Right: w/o Unit
Auto Switch No Switch
Thread TF (G)
Made to Order None
Pressure medium Compressed air
Maximum temperature of pressure medium 60 °C
Maximum temperature of pressure medium with magnet 60 ºC
Minimum temperature of pressure medium 5 °C
Minimum temperature of pressure medium with magnet 5 ºC
Maximum operating pressure 0.8 MPa
Minimum operating pressure 0.1 MPa
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Proof pressure 1.2 MPa
Maximum ambient temperature 60 °C
Maximum ambient temperature with magnet 60 ºC
Minimum ambient temperature 5 °C
Minimum ambient temperature with magnet 5 ºC
Pneumatic input connection G 1/8
Mode of operation of drive single Double Acting
Theoretical cylinder force, advance stroke (at 0.5 MPa) 245 N
Maximum piston speed 1000 mm/s
Type of cushioning Air Cushion
Number of pneumatic connections 2 pcs.
Usable tubing material PU
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Dimensions
Datasheet - MY1H25TFG-500Z
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Constructions
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Additional information

Catalogue MY1H-A_EU.pdf

Operation manuals OM_MY1_OM0009QEN.pdf
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https://content2.smcetech.com/pdf/MY1H-A_EU.pdf
https://static.smc.eu/binaries/content/assets/smc_global/product-documentation/operation-manuals/en/om_my1_om0009qen.pdf
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