JSY Series — Optimum actuation size chart of air cylinder

Optimum Actuation Size Chart of Air Cylinder
For JSY3000, A, B port: & 8

Optimum Actuation Size Chart of Air Cylinder
For JSY1000, A, B port: @ 6

Optimum Actuation Size Chart of Air Cylinder
For JSY5000, A, B port: @ 12
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- - - - CM2 series
Pressure: 0.5 MPa
Load ratio: 50 %
3 CM2 series Stroke: 300 mm
CJ2 series Pressure: 0.5 MPa
Pressure: 0.5 MPa Load raio: 50%
Load ratio: 50 % ‘Stroke: 300 mm
‘Stroke: 60 mm
CA2 series
Pressure: 0.5 MPa
Load ratio: 50 %
Stroke: 500 mm
) CAZ series
CM2 series Pressure: 0.5 MPa
Pressure: 0.5 MPa Load ratio: 50 %
Load ratio: 50 % Stroke: 500 mm.
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N 283 CS1 series Load ratio: 50 %
CA2 series Pressure: 0.5 MPa Stroke: 1000 mm
Pressure: 0.5 MPa Load ratio: 50 %
Load rafio: 50 % Stroke: 1000 mm
Stroke: 500 mm @80 @ 180
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Optimum Actuation Size Chart of Air Cylinder ‘%l

For JSY1000, A, B port: & 6
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Optimum Actuation Size Chart of Air Cylinder _ -
For JSY5000, A, B port: @ 12
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CM2 series.
. Pressure: 0.5 MPa
CJ2 series Load ratio: 50 %
Pressure: 0.5 MPa ‘Stroke: 300 mm
Load ratio: 50 %
Stroke: 60 mm .
CA2 series
Pressure: 0.5 MPa
Load ratio: 50 %
Stroke: 500 mm
CA2 series
Pressure: 0.5 MPa
Load ratio: 50 %
Stroke: 500 mm
CM2 series
Pressure: 0.5 MPa
Load ratio: 50 %
Stroke: 300 mm
212 C81 series
81 seri ? Pressurs: 0.5 MPa
et Load ratio: 50 %
Pressure: 0.5 MPa Stroke: 1000 mm
Load ratio: 50 %
Stroke: 1000 mm
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CA2 series
Pressure: 0.5 MPa
Load ratio: 50 %
Stroke: 500 mm
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